
DIA. PITCH APPLICATION PART NO.

13.8 10P 40CT-115hp 8M8026555

13.8 11P 40CT-115hp 8M8026560

13.8 13P 40CT-115hp 8M8026570

13.4 15P 40CT-115hp 8M8026580

13.0 17P 40CT-115hp 8M8026590

12.5 19P 40CT-115hp 8M8026600

14.0 12P 90-115hp CT/135-250hp 
outboards – Alpha One® 8M0084491

14.0 14P 90-115hp CT/135-250hp 
outboards – Alpha One 8M0084493

14.0 17P 90-115hp CT/135-250hp 
outboards – Alpha One 8M0084494

14.0 19P 90-115hp CT/135-250hp 
outboards – Alpha One 8M0084495

14.0 21P 90-115hp CT/135-250hp 
outboards – Alpha One 8M0084496

14.0 23P 90-115hp CT/135-250hp 
outboards – Alpha One 8M0084497

The popular Mercury® SpitFire line of propellers provides ultimate 

performance unlike any other aluminum propeller, delivering both 

impressive acceleration and superior top speeds. Engineered for 

both small and large gearcases, the four-blade design maximizes 

the performance of your boat.

FEATURES

• �Available in 12 to 23 pitch for 90CT to 250hp outboards 

and Alpha sterndrives

• Available in 10 to 19 pitch for 40CT to 115hp outboards

• Low diameter for quicker hole shot

• �Also available for 25 to 60hp engines –  

contact a Mercury Authorized Dealer for details

• �Superior holding that keeps your boat on plane through tight turns

• �Improves acceleration and hole shot while maintaining 

the top speed of comparable 3-blades

SPITFIRE®
PROPELLERS

ACCELERATION 0-30 MPH

5	 6	 7	 8	 9	 10	 11	 12	 13

11.2 SEC

13.4 SEC

16% 
FASTER

SpitFire®

Black Max®

TOP SPEED

5	 10	 15	 20	 25	 30	 35	 40	

38.5 MPH

38.5 MPHSpitFire

Black Max

40CT-250HP/ALPHA

Visit your local Mercury Authorized Dealer or MercuryMarine.com/PropSelector 
to find a SpitFire prop that’s right for your boat.
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BLACK MAX®
PROPELLERS

For performance and value, the Black Max® propeller will get the job 

done. It’s standard equipment on many boats powered by Mercury®, 

Mariner® and MerCruiser® engines. Made of aluminum, the Black Max 

prop is a cost-effective alternative to stainless steel that provides 

the outstanding level of performance Mercury props are known for.

The Black Max prop is recommended for use on boats with engines 

up to 250hp and a top speed of less than 50mph. It’s an ideal choice 

for a variety of applications and is available in models designed 

specifically for pontoon boats. These pontoon-specific props feature 

additional cup to help provide more lift for better acceleration with 

heavy boats. The Black Max prop comes standard with an attractive 

and durable high-gloss Phantom Black finish. 

FEATURES

•	World’s best-selling aluminum propeller

•	Perfect combination of performance, durability  

	 and value

•	�Available for 90CT to 250hp outboards and 

Alpha One® sterndrives

•	�Also available for 2.5 to 75hp engines –  

contact a Mercury Authorized Dealer for details

DIA. PITCH APPLICATION PART NO.

14.0 23P Black Max 832834A45

14.25 21P Black Max 832832A45

14.5 19P Black Max 832830A45

15.5 18P Black Max 11324A45

15.0 17P Black Max 832828A45

16.0 16P Black Max 16440A45

15.25 15P Black Max 78116A45

15.5 15P Black Max Pontoon 78116CP1

16.0 14P Black Max 16438A45

16.0 14P Black Max Pontoon 16438CP1

16.0 13P Black Max 78114A45

16.0 13P Black Max Pontoon 78114CP1

16.0 12P Black Max 16436A45

16.0 12P Black Max Pontoon 16436CP1

16.0 11P Black Max 78112A45

90CT-250HP/ALPHA


